
SILENT CHECK VALVE f GLOBE TYPE f  CENTER GUIDED

ANSI CLASS 150 f  CARBON & STAINLESS STEEL f  FLANGED ENDS

CV51-0408

s  	 d e s i g n e d f o r l o n g s e rv i c e l i f e

	 c a r b o n s t e e l  b o d i e s  p e r f o r m e x c e p t i o n a l ly w e l l  i n h i g h t e m p e r at u r e

 	 s e rv i c e  a n d p rov i d e e x c e l l e n t r e s i s ta n c e to s h o c k, v i b r at i o n, a n d 		
	 p i p i n g s t r a i n s .  s ta i n l e s s  s t e e l  b o d i e s  a r e  h i g h ly c o r ro s i o n r e s i s ta n t, 		
	 e x t r e m e ly s t ro n g, a n d a l s o p e r f o r m w e l l  i n h i g h t e m p e r at u r e s e rv i c e .  

s  	 m i n i m a l h e a d l o s s

	 head loss  i s  m in im ized by prov id ing a large c ro s s-s e c t i o nal a r e a which 	
	 exceeds that of the ad jacent p i pel ine .  addit ionally , the spr ing-loaded, 	
	 c e n t e r g u i d e d d i s c i s  d e s i g n e d w i t h v e ry l ow c r ac k i n g p r e s s u r e w h i c h 	
	 r e d u c e s  t h e a m o u n t o f e n e r g y r e q u i r e d to o p e n t h e va lv e .

s  	 q u i c k c l o s u r e to r e d u c e wat e r h a m m e r

	 s i l e n t s h u t-o f f  i s  ac h i e v e d v i a  t h e f u l ly au to m at i c , s p r i n g a s s i s t e d 		
	 d i s c t h at c l o s e s  n e a r z e ro f l ow v e l o c i t y .  t h e l i g h t w e i g h t, c e n t e r 		
	 g u i d e d d i s c d e s i g n c r e at e s  a p o s i t i v e  s h u to f f  p r i o r to f l ow r e v e r s a l  		
	 a n d h e l p s  to k e e p  s l a m m i n g a n d s u r g e s  to a m i n i m u m.

s  	 m e ta l-to-m e ta l s e at s 
	 p r e c i s i o n m ac h i n e d s e a l i n g s u r fac e s  a l l ow t h e c v 51-CS/SS to m a i n ta i n 		
	 a  t i g h t s e a l  t h at m e e t s  o r e x c e e d s a p i  598 l e a k ag e r e q u i r e m e n t s .  		
	 r e s i l i e n t s e at s  a r e  a l s o ava i l a b l e  to p rov i d e b u b b l e  t i g h t s e a l s .

s  	 v e r s at i l e d e s i g n 
	 t h i s  va lv e  c a n b e  i n s ta l l e d i n a n y p o s i t i o n (h o r i z o n ta l o r v e rt i c a l 		
	 w i t h u p wa r d f l ow).  p l e a s e  c o n s u lt fac to ry f o r v e rt i c a l i n s ta l l at i o n s 	
	 w i t h d ow n wa r d f l ow
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YOUR PIPELINE TO THE FUTURE!
TITAN FLOW CONTROL, INC.

SIZE RANGE:  2" ~ 24"
l a r g e r  s i z e s  ava i l a b l e

m a r k e t s: o i l  a n d g a s p ro d u c t i o n, g e n e r a l i n d u s t ry , c h e m i c a l , p e t ro c h e m i c a l , p ow e r, f o o d a n d b e v e r ag e

s e rv i c e:  p u m p d i s c h a r g e s e rv i c e  i n m u n i c i pa l  wat e r , i r r i g at i o n, a n d i n d u s t r i a l  c l a s s  h vac s ys t e m s .  i t  i s 
r e c o m m e n d e d t h at a t i ta n f c i  s t r a i n e r b e  i n s ta l l e d a h e a d o f t h e p u m p to e n s u r e p rot e c t i o n o f t h e c h e c k 
va lv e  a n d t h e p u m p .

p r e c au t i o n s: t h i s  va lv e  i s  i n t e n d e d f o r l i q u i d s e rv i c e  t h at d o e s  n ot e x c e e d 10 f t /s e c .  i t  i s  d e s i g n e d f o r 
s t e a dy f l ow c o n d i t i o n s a n d i s  n ot r e c o m m e n d e d f o r u s e  i n r e c i p ro c at i n g p u m p , c o m p r e s s o r o r ot h e r 
t y p e  o f  p h ys i c a l /t h e r m a l s h o c k-l oa d a p p l i c at i o n s .  t h i s  va lv e  i s  n ot r e c o m m e n d e d f o r s t e a m s e rv i c e  o r 
f l ow m e d i a t h at c o n ta i n s  s o l i d s .  i t  s h o u l d b e  i n s ta l l e d at l e a s t f i v e  p i p e  d i a m e t e r s  d ow n s t r e a m f ro m a n y 
t u r b u l e n c e p ro d u c i n g c o m p o n e n t s .  f l ow s t r a i g h t e n e r s  m ay b e  r e q u i r e d i n c e rta i n a p p l i c at i o n s . 

The above data represents  common market  and ser v i ce  app l i cat ions .  No representat ion or  guarantee , expressed or  impl ied , i s  g i ven due to  the numerous var ia t ions 
o f  concentrat ions , temperatures  and f low cond i t ions  that  may occur  dur ing actua l  ser v i ce .

1.  	The above listed temperatures are theoretical and 		
	 may vary during actual operating conditions.

PRESSURE/ TEMPERATURE RATING (1)

CS - ASTM A216 Gr. WCB - CLASS 150

WOG:   285 PSI @ 100 °F 

PRESSURE/ TEMPERATURE RATING (1)

SS - ASTM A351 Gr. CF8M - CLASS 150

WOG:   275 PSI @ 100 °F

SEAT MATERIAL (1) 
TEMPERATURE RANGE

STAINLESS STEEL:   -325 ~ 1500 °F 

SPRING MATERIAL (1)

MAXIMUM TEMPERATURE

STAINLESS STEEL:  450 °F

MODELS:	 CV 51-CS
			   CV 51-SS

r a i s e d f ac e  f l a n g e d e n d s

Body: 	 Carbon & Sta in less  Steel
Tr im:	 Sta in less  Steel
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ANSI Class
150

SILENT CHECK VALVE • GLOBE TYPE  

CV 51-CS (Carbon)   CV 51-SS (Stainless Steel)

Flanged Ends (RF) • Globe Style • Center Guided Disc

CV51-0408

®

TITAN

PRESSURE - TEMPERATURE RATING

ANSI CLASS 150 Carbon Steel Stainless Steel

WOG (water, oil, gas) 285 PSI @ 100 °F 275 PSI @ 100 °F

Titan FCI makes every effort to ensure the information presented on our literature accurately reflects exact product specifications.  However, as product changes occur, there may be short-term differences between actual product 
specifications and the information contained within our literature.  Titan FCI reserves the right to make design and specification changes to improve our products without prior notification.  When required, request certified drawings.

DIMENSIONS AND PERFORMANCE DATA (1)

SIZE
in 2 2 1/2 3 4 5 6 8 10 12 14 16 18 20 24

mm 50 65 80 100 125 150 200 250 300 350 400 450 500 600

A DIMENSION 
FACE TO FACE

in 5.25 5.50 6.0625 7.375 8.50 9.75 12.625 15.625 14.25 15.75 17.625 19.25 20.5 C/F

mm 133 140 154 187 216 248 321 C/F 362 400 448 489 521 C/F

ØB DIMENSION 
FLANGE DIAMETER

in 6.00 7.00 7.50 9.00 10.00 11.00 13.50 16.00 19.00 21.00 23.50 25.00 27.50 32.00

mm 152 178 191 229 254 279 343 406 483 533 597 635 699 813

ØC DIMENSION 
BODY DIAMETER

in C/F C/F C/F C/F C/F C/F C/F C/F C/F C/F C/F C/F C/F C/F

mm C/F C/F C/F C/F C/F C/F C/F C/F C/F C/F C/F C/F C/F C/F

WEIGHT 
(APPROXIMATE)

lb 14.0 20.0 28.0 41.0 55.0 71.0 120.0 184.0 256.0 376.0 470.0 544.0 640 952

kg 6.3 9.1 12.7 18.6 24.9 32.2 54.4 83.4 116.0 170.4 213.0 246.5 290.0 431.4

Flow Coefficient Cv 65 105 150 265 410 600 1100 1800 2500 3100 4300 5000 6300 9800

Cracking Pressure (2) psi ≤ .5 ≤ .5 ≤ .5 ≤ .5 ≤ .5 ≤ .5 ≤ .5 ≤ .5 ≤ .5 ≤ .5 ≤ .5 ≤ .5 ≤ .5 ≤ .5

1. 	Dimensions, weights, and flow coefficients are provided for reference only.   When required, always request certified drawings.
2.  Cracking pressure is for horizontal installations only.  For vertical installations, please consult factory.

TEMPERATURE RANGE SEAT

SEAT Temperature

Stainless Steel -325 ~ 1500 °F 

REFERENCED STANDARDS & CODES

CODE DESCRIPTION

ANSI B16.5 Pipe Flanges & Flanged Fittings

ANSI/API 594 Valve Design and Manufacture

API 598 Valve Inspection and Pressure Test

MSS SP-6 Standard Finishes for Connecting-end Flanges

MSS SP-25 Standard Marking System for Valves

MSS SP-55 Quality Standard for Valve Castings

MAX TEMPERATURE SPRING 

SPRING Max Temperature

Stainless Steel 450 °F

The listed pressure and temperature ratings for the valve's body, seat, and spring are 
theoretical and may vary during actual operating conditions.

ORDERING CODE

Model Number Description

CV51-CS Carbon Steel Body, Stainless Steel Seat and Disc

CV51-SS Stainless Steel Body, Stainless Steel Seat and Disc

1.	 Bill of Materials represents standard materials.  Equivalent or better materials 	
	 may be substituted at the manufacturer's discretion.  
2.	 Denotes recommended spare parts.
3.	 Resilient Seats are available upon request.  Please call for details.

BILL OF MATERIALS (1)

No. PART CV 51-CS CV 51-SS

1 Body
Carbon Steel 
A216 Gr. WCB

Stainless Steel 
A351 Gr. CF8M

2 Disc (2) Stainless Steel 
Gr. CF8M Type 316 SS

Stainless Steel 
Gr. CF8M Type 316 SS

3 Spring (2) Series 300 Stainless Steel Series 300 Stainless Steel

4 Bushing (2) Stainless Steel Stainless Steel

5 Seat (2) (3) Stainless Steel 
Gr. CF8M Type 316 SS

Stainless Steel 
Gr. CF8M Type 316 SS

6 Cap Screw Stainless Steel Stainless Steel

1. 	This chart displays the pressure-temperature ratings for the valve's body.
	 Max temperature limits have been added for seat and spring materials. 

PRESSURE - TEMPERATURE RATINGS (1)

Stainless Steel
A351 Gr. CF8M ANSI Class 150
Carbon Steel
A216 Gr.WCB ANSI Class 150
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Source: ASME B16.5-1996
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Additional Notes:

•	 Face-to-Face Dimension 'A' does not include raised face.  Class 150 flanges are regularly furnished with 1/16 inch high raised face.
•	 Carbon Steel bodies are epoxy painted.  Other coatings are available, please contact factory for details.


